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Our single and extension ladders are stronger than any other  
fibreglass ladders in the market, featuring a unique Strongbox 
construction. 

■ Fibreglass stiles

■ Electrically safe

■ Lightweight and easy to position

■ Outstanding durability

■ Dramatic reduction in sway and twist

■ All-weather resistant

■ TerrainMaster maximises grip and stability 

 on uneven ground

■ Portable

■ 3 year warranty

Euro PowerMaster
Extension-Utility and Single Ladder
EN 131-2:2010 + A2:2017

FEU-UT

FNU-TE

Features

 Lightweight and effortless action 

to deploy

 Flat D rungs provide safety and 

comfort to the height worker

 Branach latch for smooth one 

handed operation

 TerrainMaster levelling and 

stabilising system.

 Tethers to secure ladder to a pole 

or ground anchor

 Top Lash

 Pole Strap & Fly Wheels

 T3 top attachment for various 

accessories (FEU-UT)*

 T4 top attachment for various 

accessories (FNU-TE)* 
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*  Variation in T3 & T4 is 8 cm in width   **  Requires TQ



  Closed height

  Extended height    

  Height

   Maximum load rating

  Weight

SPECIFICATIONS

FEU-UT

Euro PowerMaster Extension - Utility Ladder 
EN 131-2:2010 + A2:2017 Features T3, TerrainMaster, 
Tethers, Top Lash, Pole Strap.

MODEL

FEU 3.9 UT 2.74 m 3.86 m 150 kg 18.5 kg

FEU 5.1 UT 3.34 m 5.06 m 150 kg 21.5 kg

FEU 6.3 UT 3.94 m 6.26 m 150 kg 24.5 kg

FEU 7.5 UT 4.54 m 7.46 m 150 kg 31.0 kg

FEU 8.7 UT 5.14 m 8.66 m 150 kg 34.1 kg

FEU 9.3 UT 5.74 m 9.26 m 150 kg 39.0 kg

FEU 9.6 UT 5.74 m 9.56 m 150 kg 39.0 kg

T3 Attachments

Wide Pole strap - TW

T3 Hoist - TJ

T3 Attachments

 Stand Off Wall   

Mounts - SA

Removable T3 - TQ

  Vertical Wheels for   

Removable T3** - VW

T3 Davit Arm System Kit - DA

FNU-TE

Euro PowerMaster Single - Utility Ladder   

EN 131-2:2010 + A2:2017 Features T3, TerrainMaster, 
Tethers, Top Lash, Pole Strap.

MODEL

FNU 2.4 TE 2.38 m 150 kg 9.4 kg

FNU 3.0 TE 2.98 m 150 kg 10.7 kg

FNU 3.6 TE 3.58 m 150 kg 12.2 kg

FNU 4.2 TE 4.18 m 150 kg 15.4 kg

FNU 4.8 TE 4.78 m 150 kg 17.2 kg

FNU 5.4 TE 5.38 m 150 kg 19.5 kg
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  Closed height

  Extended height

   Max load rating (Ladder / FC)

  Weight (Without Bag / With Bag)

Step 4 
Test weight on system.

Step 3 
Attach harness to the fall arrest device.

≤1.2m

≤0.3m
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0.3m

MAX

Step 1 
Deploy the Terrain Master to its 
widest setting, using level bubble 
to ensure correct angle.

Step 2 
Attach rope tethers around pole 
or to structure. Apply tension..

How does it work?

Fall Control System
Extension Ladder with Fall Control

SPECIFICATIONS

FEU-FC

Extension Ladder with Fall Control   
Features flat D rungs for greater foot stability, Extra 
Wide TerrainMaster, Branach Latch, Arapoline Rope, 
Tethers, Rope Bag, Rope Grab, Rung Work Position 
Hook, Descender/Rescue, Life Line and Level Bubble.

MODEL

FEU 3.9 FC 2.90 m 3.89 m 150 kg / 120 kg 20.5 kg / 23.0 kg

FEU 5.1 FC 3.50 m 5.09 m 150 kg / 120 kg 23.5 kg / 26.0 kg

FEU 6.3 FC 4.10 m 6.29 m 150 kg / 120 kg 26.6 kg / 29.0 kg

FEU 7.5 FC 4.70 m 7.49 m 150 kg / 120 kg 33.0 kg / 35.7 kg

FEU 8.7 FC 5.30 m 8.69 m 150 kg / 120 kg 36.0 kg / 39.0 kg

■ The worker is safe from the moment they leave the ground. 

■ The stability system works from the ground up. 

■ Fall control system stems from the increased base of support. 

■ The ladder is secured with an integrated tether system. 

■ Integrated rescue by second user from the ground. 

■ Allows workers to work from the ladder with both hands comfortably and safely.

■ To meet and exceed compliance and international standards.

■ Design fit for purpose, critical piece of climbing equipment. 

■ Periodic inspection schedule recommended.

Rescue 
Rescue is simple and easy to perform 
without putting a second user at risk.

Step 5 
Ascend ladder to desired 
position. Use work positioning 
hook to attach to rung hook.



Features

 Front safety rail situated at 900mm above the deck

 Lightweight and durable yet load rated to 150kgs

 Unique construction allows for quick action set up, portability, and easy 

storage

 Larger deck allowing greater movement

 Step plates for added stability and purchase

 Equal step distance to the ground, ensures safe access and egress

7  Rear safety rail for optimum safety

8  Kickboard to protect workers  

below the platform deck

EuroMaster
Safety Step Platform Range
EN 131-7:2013

■ Fibreglass stiles

■ Electrically safe

■ Extra stability as per EU standard

■ Lightweight and easy to position

■ Folds to 200mm width

■ Comfortable working platform

■ Leveling ability to 300mm

■ High stability

■ Large foot pads

■ Portable

■ 3 year warranty

FPS FPE-AT FPE-PM
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SPECIFICATIONS

FPE-PM

EuroMaster Premium Step Platform

EN131-7:2013. Features kickboard, sure step  
covers, 400mm x 580mm platform deck,  
raised legs and rear safety rail.

MODEL

FPE-PM-0.6 0.57 m 0.84 m 0.97 m 150 kg 15.8 kg

FPE-PM-0.9 0.86 m 0.84 m 1.10 m 150 kg 17.1 kg

FPE-PM-1.2 1.15 m 0.84 m 1.22 m 150 kg 18.7 kg

FPE-PM-1.4 1.44 m 1.25 m 1.34 m 150 kg 21.3 kg

FPE-PM-1.7 1.72 m 1.25 m 1.46 m 150 kg 22.9 kg

FPE-PM-2.0 2.01 m 1.54 m 1.59 m 150 kg 27.3 kg

FPE-PM-2.3 2.30 m 1.54 m 1.71 m 150 kg 28.9 kg

FPE-PM-2.6 2.58 m 1.60 m 1.83 m 150 kg 30.8 kg

FPE-PM-2.9 2.87 m 1.77 m 1.96 m 150 kg 32.5 kg

FPE-AT

EuroMaster All Terrain Step Platform

EN131-7:2013. Features kickboard, 400mm x 580  
platform deck, sure step covers, rear safety rail,  
All Terrain adjustable legs.

MODEL

FPE-AT-0.9 0.86 m 1.40 m 1.16 m 150 kg 21.1 kg

FPE-AT-1.2 1.15 m 1.40 m 1.29 m 150 kg 22.7 kg

FPE-AT-1.4 1.44 m 1.40 m 1.41 m 150 kg 24.3 kg

FPE-AT-1.7 1.72 m 1.40 m 1.53 m 150 kg 26.0 kg

FPE-AT-2.0 2.01 m 1.40 m 1.65 m 150 kg 29.7 kg

FPE-AT-2.3 2.30 m 1.40 m 1.70 m 150 kg 29.7 kg

FPS

CorrosionMaster Step Platform

AU standards AS-NZ 1892:3 & ANSI 14:5 2000 
316 stainless steel and fiberglass. Suitable for 
electrical work and harsh corrosive environments.

Model

FPS 0.6 0.58 m 0.98 m 150 kg 19.5 kg

FPS 0.9 0.88 m 1 .10 m 150 kg 22.5 kg

FPS 1.2 1.17 m 1.23 m 150 kg 25.5 kg

FPS 1.5 1.46 m 1.35 m 150 kg 28.5 kg

FPS 1.8 1.75 m 1.48 m 150 kg 31.5 kg

FPS 2.1 2.04 m 1.60 m 150 kg 36.0 kg

FPS 2.4 2.34 m 1.73 m 150 kg 39.0 kg

FPS 3.0 2.92 m 1.98 m 150 kg 45.0 kg

FPS 3.6 3.50 m 2.23 m 150 kg 51.0 kg

EuroMaster
Safety Step Platform Range
EN 131-7:2013

Accessories
Safety Step Platforms – FPE-PM, FPE-AT, FPS

Company Mark 
MK

Ladder Tag Identification 
ID

Top Lash 
TL

Bottom Lash & Red Flag 
BF

Cable Hooks 
CH

Fly Protector Strip 
FP

Extension and Single Ladders – FEU-UT, FNU-TE

Tool Tray 
TR

Front Split Rail 
FC for FPS

Rear Safety Rail  
RS for FPS

Lever Actuated Castors 
CC for FPS

Outdoor Wheels –  
All Legs OK for FPS

Fly Boot Protector 
FB – Black / FW – White

Branach Europe Distribution Hub

49 Caminului Street, 

077105 Manolache (Glina) 

Bucharest ringroad, 

A2 exit Ilfov county, Romania  

e sales@branach.com   

t +40 743 238 006

  Platform height

  Stabiliser width

  Front to rear spread

   Maximum load rating

  Weight


